
A0150 Fit
Antistatic nylon/acrylic knit
Without coating

DESCRIPTION
• Uncoated
• Elasticated cuff
• Standard finish
• Without special treatment
• Surface resistivity 106 to 107 Ω
• Seamless knit

BENEFITS
• A light, elastic low-lint glove, resistant to deformation and with

antistatic properties
• Optimal dexterity and tactile feel retained
• Minimal allergy risks
• No irritation by seams in contact with the skin
• Great freedom of movement for the wrist

AVAILABLE SIZES 
6/S • 7/M • 8/L • 9/XL

WELTING COLOUR CORRESPONDS TO SIZE
Gold 6/S • White 7/M • Black 8/L • Yellow 9/XL

LENGTH
Dependent on size, in mm (flat) 185-230
PACKAGING
Pairs per pack/box 10/240
COLOUR OF SUPPORT/COATING

Grey/white

RECOMMENDATIONS FOR USE
• Antistatic effect only applies if used together with other appropriate antistatic

equipment (clothing, shoes, etc.) 
• Highly traction resistant gloves, do not use if there is risk of being caught up in

moving machines
• Store away from light and humidity
• Wash at 40°C max, using a neutral detergent
• Performance level as per EN388 not guaranteed after washing
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EC compliance certificate delivered by the notified body  0072 IFTH - Institut Français du Textile et de l'Habillement
Avenue Guy de Collongue - 69134 Ecully Cedex - France

The descriptions, characteristics, applications and photos are given for information purposes and do not constitute a
contractual commitment. The manufacturer reserves the right to make any modifications it deems necessary.

Cat. II EN388 - 1994
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ABRASION
0 1 2 3 4 

TEARING
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CUTTING
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PUNCTURE
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